**Paragliding Emergency Parachute**

<table>
<thead>
<tr>
<th>Description</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inspection number</td>
<td>EP_232.2018</td>
</tr>
<tr>
<td>Manufacturer</td>
<td>Skywalk GmbH &amp; Co. KG</td>
</tr>
<tr>
<td>Model and size</td>
<td>Salsa 90</td>
</tr>
<tr>
<td>Steerable</td>
<td>No</td>
</tr>
<tr>
<td>Weight of model [kg]</td>
<td>1.363</td>
</tr>
<tr>
<td>Maximum weight in flight [kg]</td>
<td>90</td>
</tr>
<tr>
<td>Volume [cm³]</td>
<td>4050</td>
</tr>
<tr>
<td>Flat area [m²]</td>
<td>26.9</td>
</tr>
<tr>
<td>Total length of suspension lines [m]</td>
<td>4.1</td>
</tr>
</tbody>
</table>

**Warning**: not suitable for use at speed more than 32 m/s (115 km/h)

Read the operating manual before using this equipment!

A sample has been tested and certifies its conformity with the following standard: EN 12491:2015 and LTF NFL II 91/09 chapter 6.1.1-6.1.19 except 6.1.10. This model corresponds with the tested sample and its airworthiness.